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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY50/WW

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 4940.7 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1843 1843 1840 1840 1836 1832 1832 1834 175.9 175.9 3.56

1844 1839 1839 1839 1847 1852 1853 1842 521.6 697.5 14.1

1711 1706 1718 1726 1731 1744 1752 1724 832.9 1530 31

1407 1415 1430 1419 1424 1429 1427 1419 991.6 2522 51

1061 1063 1072 1088 1098 1098 1088 1075 964.3 3486 70.6

690.9 690.5 696.9 716.8 729.6 734.7 727.3 714.6 807.2 4293 86.9

294.2 285.8 290.6 303.9 313.7 322.3 313.1 309.2 503.5 4797 97.1

4.254 3.788 4.083 6.194 9.476 10.73 8.469 6.444 141.1 4938 99.9

1.993 2.023 2.012 1.958 1.675 1.592 1.602 1.646 2.684 4941 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:23 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY50/WW

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1847

5 1852

10 1843

15 1838

20 1844

25 1802

30 1711

35 1579

40 1407

45 1236

50 1061

55 888

60 691

65 492

70 294

75 115

80 4.25

85 2.00

90 1.99

10

1847

1854

1843

1836

1839

1799

1705

1573

1412

1238

1067

888

692

491

293

113

4.13

2.00

2.00

20

1847

1850

1842

1837

1839

1797

1699

1566

1403

1231

1058

881

687

488

289

110

4.27

2.01

2.01

30

1847

1852

1840

1837

1839

1799

1702

1572

1412

1237

1063

886

690

490

288

111

4.39

2.03

2.02

40

1847

1852

1841

1838

1838

1799

1703

1567

1408

1233

1058

880

688

489

283

108

3.82

2.02

2.02

50

1847

1856

1844

1839

1841

1804

1709

1579

1421

1242

1068

891

693

493

288

110

3.76

2.00

2.02

60

1847

1855

1844

1838

1837

1799

1708

1578

1423

1240

1065

888

689

489

286

108

3.48

2.01

2.02

70

1847

1853

1843

1840

1842

1801

1715

1589

1430

1247

1072

894

694

490

288

107

3.61

2.04

2.03

80

1847

1854

1844

1836

1840

1803

1717

1593

1428

1242

1066

889

691

491

288

106

3.99

2.05

2.03

90

1847

1851

1840

1836

1839

1803

1718

1589

1430

1243

1072

896

697

495

291

112

4.08

2.05

2.01

100

1847

1852

1842

1837

1844

1807

1720

1591

1420

1239

1070

896

696

498

288

111

4.09

2.03

2.01

110

1847

1850

1841

1837

1845

1811

1722

1595

1422

1247

1078

905

704

500

292

113

4.46

2.03

2.00

120

1847

1851

1841

1839

1844

1807

1726

1591

1417

1247

1079

908

706

505

298

117

5.17

2.03

1.98

130

1847

1846

1840

1838

1842

1809

1728

1593

1419

1254

1088

914

715

508

302

117

5.91

2.04

1.97

140

1847

1845

1839

1836

1837

1808

1724

1589

1418

1251

1087

912

719

513

306

122

6.47

2.06

1.95

150

1847

1845

1840

1840

1844

1811

1726

1591

1422

1260

1095

920

728

517

307

124

7.14

2.09

1.96

160

1847

1842

1837

1836

1843

1809

1725

1581

1416

1256

1092

917

724

517

308

124

7.92

2.10

1.97

170

1847

1844

1837

1841

1848

1819

1728

1589

1421

1260

1096

922

727

517

310

128

8.88

2.12

1.97

180

1847

1841

1836

1841

1847

1822

1731

1590

1424

1261

1098

924

730

524

314

132

9.48

1.87

1.67

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:23 January 2023 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY50/WW

POWER: 50W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1847

5 1841

10 1834

15 1839

20 1847

25 1822

30 1732

35 1585

40 1420

45 1257

50 1091

55 917

60 722

65 522

70 313

75 133

80 10.2

85 1.87

90 1.67

200

1847

1838

1835

1839

1851

1824

1733

1588

1426

1262

1099

923

728

523

318

134

10.9

1.85

1.67

210

1847

1837

1833

1837

1849

1826

1736

1590

1426

1260

1097

922

726

526

318

133

4.50

1.50

1.63

220

1847

1836

1830

1838

1850

1829

1744

1601

1432

1264

1101

927

736

530

324

136

11.0

1.71

1.59

230

1847

1838

1833

1842

1853

1832

1745

1599

1427

1261

1095

924

734

530

321

134

10.5

1.73

1.59

240

1847

1837

1831

1839

1854

1834

1749

1602

1433

1265

1101

928

740

534

326

138

10.3

1.68

1.59

250

1847

1838

1835

1840

1854

1834

1752

1603

1430

1259

1096

924

735

533

325

136

9.75

1.67

1.59

260

1847

1840

1835

1843

1855

1836

1756

1603

1433

1261

1095

925

735

532

319

133

9.53

1.68

1.60

270

1847

1838

1832

1840

1853

1829

1752

1607

1427

1255

1088

918

727

524

313

127

8.47

1.72

1.60

280

1847

1842

1834

1840

1852

1830

1751

1614

1433

1258

1091

920

730

525

317

130

8.37

1.70

1.60

290

1847

1841

1835

1836

1850

1823

1743

1609

1425

1249

1081

914

724

523

318

134

7.86

1.68

1.61

300

1847

1846

1835

1838

1849

1819

1738

1599

1427

1254

1085

915

723

520

316

131

7.15

1.68

1.63

310

1847

1842

1832

1835

1842

1809

1726

1597

1418

1243

1074

906

714

516

311

128

6.55

1.69

1.64

320

1847

1843

1836

1833

1842

1809

1722

1598

1419

1246

1076

908

715

513

308

126

6.33

1.65

1.66

330

1847

1847

1837

1833

1843

1809

1719

1590

1413

1243

1072

901

708

508

303

122

2.24

1.40

1.66

340

1847

1848

1839

1834

1842

1805

1718

1592

1417

1244

1073

901

706

506

303

121

5.57

1.63

1.67

350

1847

1850

1839

1835

1841

1806

1716

1589

1409

1237

1065

892

697

499

299

116

5.44

1.66

1.67

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.340m [K=1.0000]Operators:
Test Date:23 January 2023 Remarks:


