
LED Lamp with radar sensor

Plastic bulb

E27 lamp holder

BG- LED лампа; EN - LED lamp; SRB- Sijalice LED; HR- LED žarulje;  BIH Sijalice LED; SLO- LED svetila; HU- LED lámpa; 
RO- Becuri cu LED; GR- Λαμπτήρες LED; МК - LED светилка; SK - LED lampa; PL - Lampa LED; P - Lâmpada LED; IT - 
Lampada a LED

Voltage: ~230V

Frequency: 50/60Hz

Watt: 10W

Lumen: 900 lm

Light source:  LED SMD 2835

Beam angle: 240°

Color temperature: 4000K

Non dimmable

Color rendering index: Ra≥80

Life time: 25000 h 

Working temperature: -40°+55°C

Applicable humidity: ≤ 95%

■ TECHNICAL DATA
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МANUAL INSTRUCTION

LAMPS AND COMPONENTS
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■ PRODUCT BENEFITS

– Short payback period thanks to low energy consumption 

   and maintenance costs

– Safety through automatic switch-on at darkness

– Very long lifetime of up to 25,000 h

– Low energy consumption

– Easy replacement of classic lamps thanks to compact design

– Instant 100 % light, no warm-up time

– Light sensors detect daylight on the basis of the spectral distribution



360º without dead angle sensor

1 Sense distance�360°horizontal level, around 3-8m
   When body or object move to touch the microwave sensor inside , the bulb starts to work. 
2. Delay time: 15S-1min
   10-20s will turn off after the body or object disappear. 
3. Principle of working microwave sensor—Active induction

LED PEAR A60 + RADAR SENSOR 

■ FUNCTION INSTRUCTIONS



Пластмаса балон (колба)

E27 фасунга

ИНСТРУКЦИЯ

ЛАМПИ И КОМПОНЕНТИ

BG- LED лампа; EN - LED lamp; SRB- Sijalice LED; HR- LED žarulje;  BIH Sijalice LED; SLO- LED svetila; HU- LED lámpa; 
RO- Becuri cu LED; GR- Λαμπτήρες LED; МК - LED светилка; SK - LED lampa; PL - Lampa LED; P - Lâmpada LED; IT - 
Lampada a LED

Напрежение: ~230V

Честота: 50/60Hz

Мощност: 10W

Лумени: 900 lm

Светлоизточник: LED SMD 2835

Ъгъл на светене: 240°

Цветна температура: 4000K

Димируемост:  не

Индекс на цветопредаване: Ra≥80

Живот на лампата: 25000 h 

Работна температура: -40°+55°C

Влажност: ≤ 95%

■ Технически параметри:

LED лампа с микровълнов сензир IP20
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■ Предимства на този модел лампи

- Кратък период на изплащане благодарение на ниската 

   консумация на енергия и разходите за поддръжка

- Енергоспестяващо осветително решение 

- Безопасност 

- Много дълъг живот до 25 000 часа

- Ниска консумация на енергия

- Лесна подмяна на класическите лампи благодарение 

  на компактния дизайн

- Незабавно 100% светлина, без загряване



360º - ъгъл на сензора

LED PEAR A60 + RADAR SENSOR 

■ Функционална инструкция

1. Сработване на сензора: 360 ° хоризонтално ниво, около 3-8m
    Когато тялото или обектът преминат в зоната на микровълновия сензор, крушката започва да 
работи.
   
2. Време за забавяне: 15s-1min
    10-20s лампата ще се изключи след изчезването на тялото или обекта.

3. Принцип на работа: микровълнов сензор - активна индукция.
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