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LAMP PHOTOMETRIC REPORT

MODEL: 99POMT40/BL

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

0

30

60

90

120

150

-/+180

-150

-120

-90

-60

-30

UNIT:cd
C0/180,104.3

UNIT:cd

C30/210,101.7

UNIT:cd

C60/240,101.5

UNIT:cd

C90/270,102.3

AVERAGE BEAM ANGLE(50%):102.4 DEG
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TOTAL FLUX: 1330.3 lm
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  10   0- 10

  20  10- 20
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  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

509.8 509.6 509.8 509.2 508.0 507.3 508.3 509.6 49.17 49.17 3.7

474.8 473.8 474.5 473.9 471.3 469.2 471.8 474.9 139.1 188.3 14.2

419.8 418.0 419.8 419.6 415.5 411.7 416.2 425.3 206.0 394.3 29.6

357.4 348.0 350.1 358.8 346.4 340.5 348.0 362.8 241.6 635.9 47.8

282.7 270.6 271.1 282.1 274.3 263.1 268.6 284.5 242.6 878.6 66

194.2 189.8 188.7 196.5 193.1 183.8 187.9 202.4 209.0 1088 81.7

110.9 109.4 108.0 116.2 110.6 105.7 108.6 120.2 149.8 1237 93

37.24 35.83 35.17 43.68 37.32 35.04 37.20 46.86 77.75 1315 98.9

1.583 1.094 6.330 0.9147 1.439 0.9323 2.929 0.7129 15.26 1330 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMT40/BL

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 521

5 519

10 510

15 495

20 475

25 449

30 420

35 387

40 357

45 325

50 283

55 241

60 194

65 153

70 111

75 71.9

80 37.2

85 7.97

90 1.58

10

521

519

510

495

475

449

419

387

351

316

280

240

198

153

112

73.3

37.9

7.70

1.40

20

521

519

510

495

474

448

419

385

349

311

272

233

192

151

111

72.7

37.0

8.19

1.40

30

521

519

510

495

474

448

419

385

349

311

272

232

192

151

111

72.4

36.8

8.97

1.09

40

521

519

510

494

474

448

418

384

348

310

271

231

190

149

109

71.5

36.0

9.46

1.03

50

521

519

510

494

474

448

418

384

348

310

271

230

190

149

109

71.1

35.6

9.32

1.16

60

521

519

509

494

474

448

418

384

348

309

270

229

188

147

107

69.2

35.3

8.96

3.38

70

521

519

510

495

474

449

419

385

349

310

270

229

188

147

107

68.9

35.5

8.89

5.60

80

521

519

509

494

474

448

419

385

349

310

270

229

187

146

106

68.6

34.0

7.70

5.99

90

521

519

510

495

475

449

420

387

350

311

271

230

189

148

108

69.9

35.2

8.07

6.33

100

521

518

510

495

474

449

420

387

351

313

274

231

190

149

109

70.9

36.1

9.24

5.84

110

521

519

510

495

475

449

420

387

352

320

281

234

193

152

112

73.3

38.4

10.7

3.96

120

521

518

509

494

474

449

420

387

355

321

282

235

194

153

114

75.4

40.3

11.9

1.10

130

521

518

509

494

474

449

420

388

359

329

283

237

196

156

116

78.4

43.4

15.0

0.95

140

521

518

509

494

473

448

419

386

358

329

282

236

197

155

116

78.7

43.9

16.0

0.88

150

521

518

509

494

473

448

419

386

354

328

282

237

195

155

116

77.7

42.7

13.9

0.82

160

521

518

509

493

472

447

418

385

350

324

286

239

194

152

113

75.4

40.1

10.9

0.80

170

521

518

508

493

472

446

417

384

348

313

284

234

191

152

114

73.6

38.5

8.73

1.05

180

521

518

508

492

471

445

416

382

346

308

274

234

193

153

111

72.3

37.3

7.58

1.44

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 November 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMT40/BL

POWER: 15W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 521

5 518

10 508

15 492

20 470

25 444

30 414

35 380

40 344

45 305

50 266

55 227

60 191

65 146

70 107

75 70.2

80 35.5

85 6.32

90 1.28

200

521

518

507

492

470

444

413

379

342

304

265

225

185

146

107

69.6

35.0

6.60

1.09

210

521

518

507

491

469

443

412

377

341

303

263

224

184

144

105

68.8

34.6

6.85

0.95

220

521

518

507

491

469

443

412

377

341

303

263

224

184

145

106

69.3

35.2

7.08

0.91

230

521

518

507

491

469

443

412

377

340

302

263

223

183

144

105

68.8

34.9

8.36

0.96

240

521

518

508

491

470

443

413

378

342

303

264

224

184

145

106

68.9

34.9

7.80

1.22

250

521

518

508

492

470

444

413

379

342

304

265

225

184

144

106

68.8

34.8

7.10

1.73

260

521

518

508

492

471

445

415

381

345

306

267

227

186

147

108

70.3

36.0

7.53

2.32

270

521

518

508

493

472

446

416

383

348

308

269

228

188

148

109

71.6

37.2

8.35

2.93

280

521

518

509

494

473

447

418

386

356

312

272

232

191

151

112

74.2

39.6

10.7

3.87

290

521

518

509

494

473

448

420

393

358

315

275

235

194

153

114

76.4

42.6

13.6

4.15

300

521

518

509

495

474

449

423

397

361

323

278

241

198

158

118

79.7

44.3

14.9

1.06

310

521

518

509

495

475

450

425

398

361

324

284

245

200

159

119

81.7

46.4

16.9

0.70

320

521

519

510

495

475

450

425

405

364

324

285

249

205

164

121

82.8

47.3

17.5

0.73

330

521

519

510

495

475

450

423

404

369

331

285

252

207

161

119

80.5

43.1

10.7

0.85

340

521

519

510

496

475

450

422

401

369

331

291

252

205

160

117

76.7

38.1

10.3

0.99

350

521

519

510

495

475

450

421

391

366

329

289

243

200

154

113

72.4

36.2

8.40

1.07

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:15 November 2022 Remarks:


